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             SEA FLASH (without trailing wire). 
  A small, robust high powered LED automatic SOLAS lifejacket light.  
 
TECHNICAL SPECIFICATION and OPERATING INSTRUCTIONS. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name Sea Flash Lifejacket Light 

Product Code 
LNK-LJ-02C1 

LNK-LJ-02C1W 

Type of light 
Bright Auto Flashing LED light 

Flashing-Steady-SOS LED light 

Batch Number MM/YYYY 

Pack quantity 30 units 

Quality Standard BS ISO 24408:2005 - MSC.81(70) 

Notified Body RINA  

Certificate Number  MED350710CS/001 
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1. Description: 
LNK-LJ-02C1 and LNK-LJ-02C1W is a compact flashing lifejacket light that activates automatically on contact 

with water. It can be manually turned off and turned back on whilst it remains in contact with water. 

NOTE: Whereas the standard version LNK-LJ-02C1 has a single flashing function when in the water, 

LNK-LJ-02C1W has the same single flashing function when in water, however by pressing the manual switch 

the light can also be switched to STEADY - SOS – OFF, the switching functions are only available whilst the 

Water Sensors are wet.  

 

2. Design Standards: 
2.1    The latest SOLAS Regulation; 

2.2    MSC81. (70) 

2.3    ISO24408:2005 

 

3. Manufacturing Standard: 
3.1 ISO9001:2008 QMS (Approval by DNV) 

3.2 ISO24408:2005 

 

4. Technical parameters: 

Technical parameter Specification 

Battery Powerful CR2 Lithium battery 

Lamp Bright LED 

Chromaticity White 

Type of Light                      Flashing type 

Flash Frequency                     51～54times/min 

Luminous Intensity                         ≥1.0cd 

Operation Life                          ≥10h 

Storing Temperature                     -30℃ ～ +65℃ 

Working Temperature                      -1℃ ～ +30℃ 

Expiry Date                          5 years 

Weight                     28g (including clip) 

Dimension Main body:44*43*31mm  Clip: 51*9.8*9.9mm 

Activation Water-activation automatically on / manual off / manual on 

Performance Fire-resistant, Oil-resistant, Mould-proof, Corrosion-proof & Water-proof
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5. Colour and materials:  
5.1 The top case is transparent, the base and clip are red. 

5.2 The base, top case and clip are manufactured in a high performance polycarbonate. The top case and 

base are ultrasonically welded together, to form and extremely strong leak resistant assembly. 

5.3. The red master switch, on the main body, is coated with clear protective plastic film, has clear operating 

instructions and is simple to switch on and off. 

5.4. The copper water sensors are well shielded and gold-plated, to prevent corrosion. 

5.5 The battery type is heavy duty lithium. 

 

6. Performance: 
LNK-LJ-02C1 and LNK-LJ-02C1W Lifejacket Lights have been tested and approved to the latest SOLAS 

Standards and are marked with the SOLAS “Ship’s wheel”. The MED certificate number is MED350710CS/001. 

 

7. Installation: 
LNK-LJ-02C1 and LNK-LJ-02C1W lifejacket lights can be fitted to all types of lifejackets and are supplied with 

a fixing clip. The clip is normally placed behind a belt of lifejacket or fixed through the fabric near the shoulder. 

The typical installation is shown in the picture below. The user must ensure that the light is attached securely 

and is in the correct position on the lifejacket to provide maximum visibility when the wearer is in the water.  

    

 

 

 

 

 

 

 

 

 

 
8. Operation: 
Both the standard model LNK-LJ-02C1 and the special model LNK-LJ-02C1W lifejacket lights are activated 

automatically on contact with water. The switching facility on both LNK-LJ-02C1 (on-flashing-off) and 

LNK-LJ-02C1W (on-flashing-steady-SOS-off) can only be operated when the water sensor are wet. 
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9. Maintenance: 
LNK-LJ-02C1 and LNK-LJ-02C1W lifejacket lights are maintenance free, however it is recommended that the 

following checks are made annually: 

9.1  Ensure the lifejacket is stored according to the manufacturer’s instructions and that the light remains dry 

at all times.  

9.2  Inspect the light for signs of damage or corrosion. 

9.3  Test the light by immersing it in water, the light will flash and by pressing the manually operated switch 

on the main body, the light should turn off or (in the case of the special version LNK-LJ-02C1W ) change 

function to Steady, press again to Flashing SOS, press again to Off.  

9.4  Remove the light from the water and dry it, ensuring the water sensors are completely dry; the light can 

then be turned off but not be turned back on again. 

 

10. Life: 
The life of LNK-LJ-02C1 and LNK-LJ-02C1W lifejacket lights is five years from the date of manufacture. The 

expiry date of the light is shown on the label affixed to the product. On expiry the light should be replaced by 

carefully removing the fixing clip, a new light can then be fixed in the same place on the lifejacket by simply 

pressing the new clip back in place. 

 

11. Disposal: 
Lights that have reached their expiry (EXP DATE) which is confirmed on the label should be removed and 

scrapped, in accordance with local regulation. This should generally be done through an approved 

environment disposal agent.  
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12. Safety: 
LNK-LJ-02C1 and LNK-LJ-02C1W light contains Lithium battery. These must be handled correctly: 

12.1  Do not dismantle/break open the battery pack. 

12.2  Do not make any external electrical connection. 

12.3  Do not endeavour to recharge the battery. 

12.4  Do not incinerate the unit. 

12.5  Store between the temperature range of -30℃～+65℃. 

 

13. Label: 
 

 

 

 

 

 
CODE: ---------------   Product code（LNK-LJ-02C1 or LNK-LJ-02C1W） 

Batch NR. (Number): ---------------   MM/YYYY (also the date of manufacture). 
EXP. (Expiry) DATE: ---------------   MM/YYYY 

0474/YY: ---------------   MED Approved by RINA 

 

14. Packing: 
14.1 One internal carton contains 30units light including and 30 fixing clips. The carton size is: 31*21*5mm. 

     Gross Weight =0.94kg 

14.2 One external carton contains 10 internal cartons. The carton size is: 430*330*300mm. 

     Gross Weight =10.3kg 

 

15. MED Certificate: MED350710CS/001. 
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